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1 Test Summary

EMISSION
Test Item Test Standard Clas§ $ Result
Severity
; . EN 55032:2015 Table A.4
R EN 55011:2016+A1:2017 Table 12 pass
IMMUNITY (EN 55035:2017, EN 61000-6-1:2007)
Test Item Test Method Class / Severity Perfo_rmgnce Result
Criteria
" ) +4 Kv Contact
Electrostatic Discharge(ESD) IEC 61000-4-2:2008 18 Kv Air B Pass
Continuous RF electromagnetic IEC 61000-4-3: 3V/m, 80%, 1kHz, Amp. A Pass
field disturbances 2006+A1+A2 Mod.
Remark:
Pass Test item meets the requirement
Fail Test item does not meet the requirement
N/A Test case does not apply to the test object

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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3 General Information

3.1 General Description of E.U.T.

Product Name............. : 8000mAh wireless power bank
Model NO. .......oevvvevernns : MO9238
Remark ........ccccevvvvnnnnnn. ;

3.2 Details of E.U.T.

Technical Data.............. : Micro input: 5V 2A; USB output: 5V 1.5A; Wireless Output: 5V 0.8A

3.3 Description of Support Units

The EUT has been tested as an independent unit. MO9238 is the test smaple. All tests were performed in
the condition of USB 5V.

3.4 Standards Applicable for Testing

The tests were performed according to following standards:

EN 55032:2015 Electromagnetic compatibility of multimedia equipment —
Emission Requirements

EN 55035:2017 Electromagnetic compatibility of multimedia equipment - Immunity
requirements

EN 55011:2016+A1:2017 Industrial, scientific and medical equipment - Radio-frequency
disturbance characteristics - Limits and methods of measurement

EN 61000-6-1:2007 Electromagnetic compatibility (EMC) - Part 6-1: Generic standards -
Immunity for residential, commercial and light-industrial environments

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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3.5 Test Facility
The test facility has a test site registered with the following organizations:
e |ISED - Registration No.: 21895

Waltek Testing Group (Foshan) Co., Ltd. has been registered and fully described in a report filed with the
Innovation, Science an Economic Development Canada(ISED). The acceptance letter from the ISED is
maintained in our files. Registration ISED number:21895, March 12, 2019

e FCC - Registration No.: 820106

Waltek Testing Group (Foshan) Co., Ltd. EMC Laboratory has been registered and fully described in a
report filed with the (FCC) Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files. Registration 820106, August 16, 2018

e NVLAP - Lab Code: 600191-0

Waltek Testing Group (Foshan) Co., Ltd. EMC Laboratory is accredited by the National Voluntary
Laboratory Accreditation Program (NVLAP/NIST). NVLAP Code: 600191-0.

This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST,
or any agency of the Federal Government.

3.6 Subcontracted

Whether parts of tests for the product have been subcontracted to other labs:
[]Yes X No

If Yes, list the related test items and lab information:

Test items: ---

Lab information: ---

3.7 Abnormalities from Standard Conditions

None.

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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4 Equipment Used during Test
Radiated Emission
Item Equipment Manufacturer Model No. Serial No. | Calibration Status
1. EMI Test Receiver R&S ESR7 101566 Valid
2. Active Loop Antenna SCHWARZBECK | FMZB1519B 00004 Valid
3, Trilog Broadband | g0 \waRzBECK | VULB 9162 | 9162-117 Valid
Antenna
4, Broad-band Horn Antenna| SCHWARZBECK | BBHA 9120 D 01561 Valid
5. Preamplifier Lunar EM LNA1G18-40 |20160501002 Valid
ESD
Iltem Equipment Manufacturer Model No. Serial No. | Calibration Status
1. ESD Simulator TESEQ NSG437 521 Valid
Radio-Frequency Electromagnetic Fields
Item Equipment Manufacturer Model No. Serial No. | Calibration Status
1. RF Power Amplifier OPHIR 5225R 1051/1712 Valid
2. RF Power Amplifier OPHIR 5293RE 1051/171 Valid
3. Iogsa:ﬁfkl:ricijcdp?eur?olﬁic SCHWARZBECK S;'E,Fégclli?_'z' 142 Valid
antenna
Stacked double
4, logarithmic periodic SCHWARZBECK | STLP 9149 476 Valid
antenna
5. RF signal generator Agilent N5181A MY48080720 Valid
6. Power meter RS NRP6A 101133 Valid
7. Power meter RS NRP6A 101134 Valid
8. Electric field probe Narda EP 601 611WX70311 Valid
4.1 Software List
Description Manufacturer Model Version
(Sg”c}i;fc} gﬁqflt;vs?;i) FARATRONIC EZ-EMC RA-03A1-1
Radiated Immunity Test Software TONSCEND JS35-RS V2.0.1.7

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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4.2 Measurement Uncertainty

Test Item Frequency Range Uncertainty Note

Radiated Emission 30MHz~1GHz +4.1dB Q)

(1)This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2.

4.3 Special Accessories and Auxiliary Equipment

Item Equipment [Technical Data | Manufacturer Model No. Serial No.
1. Notebook | AC 230V/50Hz Lenovo  |ThinkPad Edge E430 00426_OO%T6?)992662_

IMEI 1:869156041594938

2 Mg - Ve = IMEI 2:869156041594920

4.4 Decision Rule

Compliance or non-compliance with a disturbance limit shall be determined in the following manner.

If ULag is less than or equal to Ugsy,r, then

-Compliance is deemed to occur if no measured disturbance level exceeds the disturbance limit;
-Non-compliance is deemed to occur is any measured disturbance level exceeds the disturbance limt.

If ULag is greater than Ugispr, then

-Compliance is deemed to occur if no measured disturbance level, increased by(U ag-Ucispr) , €XCeeds the
disturbance limit;

-Non-compliance is deemed to occur if any measured disturbance level, increased by(ULAB-Ucispr) ,

exceeds the disturbance limit.

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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5 Emission Test Results
5.1 Radiated Emission

Test Requirement ............. :  EN 55011, N 55032 Annex A.2

Test Method...........cccecee.... : EN 55011, N 55032 Annex A.2

Test Limit.....ccoooeeviiiennenne . Table 12 of EN 55011, Table A.4 of EN 55032
Test Result .......cceecveeeinnne :  Pass

Frequency Range.............. . 0.15MHz to 30MHz, 30MHz to 1000MHz
(G155 S FNN o SE—- — : ClassB

5.1.1E.U.T. Operation

Operating Environment:

Temperature...................... i 25.2°C
Humidity .....cooovevieiieen. :  51.3%RH
Atmospheric Pressure ..... : 101.2kPa

EUT Operation:

Input Voltage..........cccceueee. . USB5V

Operating Mode................. : Wireless Charging + Resistance + 5V1.5A Output Mode;
Wireless Charging + Resistance Mode

5.1.2Block Diagram of Test Setup

The Radiated Emission tests were performed in the 3m Semi- Anechoic Chamber test site, using
the setup accordance with the CISPR 16-2-3, EN 55011.

Semi-anechoic Chamber

Mast
Antenna

3m |
muill

A
2y

Turntable

Im~4ni;

_———

I 80cm — :!_

|||—

5.1.3Measurement Data

The maximised peak emissions from the EUT was scanned and measured for EUT 0°-360°.Quasi-peak
measurements were performed if peak emissions were within 6dB of the limit line.

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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5.1.4Corrected Amplitude & Margin Calculation

The Corrected Amplitude is calculated by adding the Antenna Factor and Cable Factor, and subtracting
the Amplifier Gain from the Amplitude reading. The basic equation is as follows:
Corr. Ampl. = Indicated Reading + Corr. Factor
Corr.Factor=Antenna Factor + Cable Factor - Amplifier Gain
The “Margin” column of the following data tables indicates the degree of compliance with the applicable
limit. For example, a margin of -7dB means the emission is 7dB below the maximum limit for Class B.
The equation for margin calculation is as follows:

Margin = Corr. Ampl. — Limit
5.1.5Radiated Emission Test Data, 0.15MHz to 30MHz

Vertical Polarization (Wireless Charging + Resistance + 5V1.5A Output Mode):

500 dBuA

o lobo o b b Mage

T Bsacer S U it
i N P A ’
20 P[ [ ; LA N T T

IR
v i

| | : N kyh‘t'.nd 'MW&WN?‘W'W% w&%w“@wé"”'i'-*ﬁ‘-‘w’*‘*'l“‘ﬂm’;”w‘-*h%
] N e ————— B N . b

10

R T

-0

-20

-50.4 : . i P A :
0150 05 L 300 MHz

Freq. Reading | Factor Result Limit  |Margin
No- | MHz) | (dBuA) | (dB) | (dBuA) | (dBuA) | (dB) |P=iector| Remark

0.3421| 232 20.48 22.80 33.39 |-1059) QP
0.5716| -4.14 2019 16.05 2991 |-13.86) QP
0.6163| 567 2041 26.08 2940 | -332| QP
12317 -2.29 211 18.82 2469 | -587| QP
1.8513| -7.38 21.00 13.62 2192 | -B30| QP
24671 -14.91 20.76 5.85 1997 (1412 QF

| ] A | R =

Waltek Testing Group (Foshan) Co., Ltd.
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Horizontal Polarization (Wireless Charging + Resistance + 5V1.5A Output Mode):

50.0 dBuA
40
30
20
10
1]
20 | SSSRORONS SURPUUN RPN JUUO U 0 AUUUOUNP SN SUUPNURS SORUNON SO N SOOI O L SURUOOOOO S
-30
-50.0 : : R R I
0150 05 L1 0 MHz
Freq. Reading | Factor | Result Limit  |Margin
No- | MHz) | (dBuA) | (dB) | (dBuA) | (dBuA) | (dB) |Detector| Remark
1 03328 019 | 2062 | 2033 | 3368 |-1325 QP
2 05765 693 | 2022 | 1320 | 2085 |-1656| QP
3 06357 366 | 20560 | 2416 | 2918 | 502| QP
7 12362| 364 | 2111 | 1747 | 2467 | 720] QP
5 18532] 970 | 2100 | 1130 | 2192 |-1062] QF
6 24619] 1612 | 2076 | 464 1999 |-1535| QP

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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1.1.1 Radiated Emission Test Data, 30MHz to 1000MHz

Page 11 of 23

Vertical Polarization (Wireless Charging + Resistance Mode)

720  dBu¥/m

' : ' ' : : ' ' Limit; —
o2 | AN S S S O AN R Mo —|
52 Lo S S S A
o S SN S N S e .
32
22
12
2
8
5 T 5 O S
-28.0 : i P P
30,000 40 50 &0 70 B0 300 400 S00 GO0 00 10000 MWHz
Freq. Reading | Factor | Result Limit |Margin

No. | mbz)  |(@Buvim)| (dB) |(dBuv/m) |(dBuvim)| (dB) | Eiecor| Remark

1 350755 1415 | 1224 | 2639 | 4000 |-1361] QP

2 414070| 1552 | 1311 | 2863 | 4000 |-1137| QP

3 500849| 935 | 1306 | 2241 | 4000 |-1759] QP

] 566300| 738 | 1138 | 1876 | 4000 |2124] QP

5 774297| 702 | 1009 | 1801 | 4000 |2199] QF

6 162.3827| 1046 | 1268 | 2314 | 4000 |-1686| QP

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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Horizontal Polarization (Wireless Charging + Resistance Mode)

720

dBu¥/m

62
B2
42
32
22
12
. 1 O U SO U ISR U PURRUPUPIU SRR SRR SRR SR
s
S o O L S SO T VR SN S SO S
-28. : : : i Pl
30000 40 L1 B 0 H0 300 400 q00 KOO F00 10000 MHz
Freq. Reading | Factor Result Limit  [Margin
No. | mbz)  |(dBuvim)| (dB) |(dBuv/m) |(dBuvim)| (dB) | &ecOr| Remark
1 350755| 564 | 1325 | 1889 | 4000 |2111| QP
2 416254| 408 | 1499 | 1907 | 4000 |2093] QP
3 780008| 1149 | 986 | 2135 | 4000 |-1865 QP
] 165.0232] 1272 | 1071 | 2343 | 4000 |-1657| QP
5 2053868 1381 | 1324 | 27.05 | 4000 |-1295 QP
6 2365618 1450 | 1454 | 2913 | 4700 |-17.87| QP

Waltek Testing Group (Foshan) Co., Ltd.
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Vertical Polarization (Wireless Charging + Resistance + 5V1.5A Output Mode)

720  dBu¥/m
: Lmit  —
- O S Or U PR M _a_[!-::':r_[_____:_
52
)
32
22
12
o T 1 O NS N N NO O S
8
18 ----------------------------------------------------------------------------------------------------
-28.q : : L : : : P
0000 40 G0 60 70 80 300 a0 500 GO0 700 10000 MHz
Freq. Reading | Factor Result Limit  |Margin

No- | (MHz) |(dBuvim)| (dB) |(dBuvim)|(dBuvim)| (dB) |P*°| Rema

1 30.3279| 2250 11.16 33.66 40.00 | -6.34| QP

2 389152 1823 12.71 30.94 4000 | -9.06 QP

3 43.0354| 1642 13.31 2073 40.00 |-10.27| QP

4 984866 11.51 11.14 2265 4000 |-17.35| QP

5 146.7332| 2298 11.28 3426 4000 | -5.74 QP

6 201.3930| 9.62 14.38 24.00 40.00 |-16.001 QP

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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\

Horizontal Polarization (Wireless Charging + Resistance + 5V1.5A Output Mode)

720

dBu¥/m

62
a2
42
2 ;
22 i
12 i
PN U T T 1 T 0 A AU SRR SO OO U 0 0
B g
-18 r ------------
28 : R R | P
000 40 50 60 70 80 300 400 500 GO0 700 0000 MHz
Freq. Reading | Factor Result Limit  [Margin
No- | (WHz)  |(dBuvim)| (dB) |(dBuVim) |(dBuvim)| (dB) || Remar
1 39.3681| 5.09 14.29 19.38 4000 |-20.62| QP
2 751032 13.04 9.29 2233 4000 |-17.67| QP
3 103.4058| 10.74 12.41 2315 4000 |-16.85| QP
4 147.0938| 15.77 9.91 2568 4000 |-14.32| QP
5 154 9835| 15.96 1015 26.11 4000 |-13.89) QP
6 2043093 1560 13.21 2881 4000 |-11.19) QP

Waltek Testing Group (Foshan) Co., Ltd.
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6 Immunity Test Results

6.1 Performance Criteria

Performance criterion A: The equipment shall continue to operate as intended without operator
intervention. No degradation of performance or loss of function is allowed below a performance level
specified by the manufacturer when the equipment is used as intended.

Performance criterion B: After the test, the equipment shall continue to operate as intended without
operator intervention. No degradation of performance or loss of function is allowed, after the application of
the phenomena below a performance level specified by the manufacturer, when the equipment is used as
intended. During the test, degradation of performance is allowed. However, no change of operating state
or stored data is allowed to persist after the test

Performance criterion C: Loss of function is allowed, provided the function is self-recoverable, or can be
restored by the operation of the controls by the user in accordance with the manufacturer’s instructions.
Functions, and/or information stored in non-volatile memory, or protected by a battery backup, shall not be
lost.

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn
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6.2 Electrostatic Discharge (ESD)

Test Requirement .............
Test Method ...........cceeeee
Test Result ........cccooveenneee,
Discharge Impedance.......

Discharge Voltage.............

Polarity ......ccccoeeeviiiinennnnn
Number of Discharge.......
Discharge Mode................

Discharge Period..............

6.2.1E.U.T. Operation

Operating Environment:
Temperature ...................
Humidity ....ccoooeviiieeniinenn,
Barometric Pressure .......
EUT Operation:

Input Voltage ..........ceeenne
Operating Mode................

EN 55035, EN 61000-6-1

IEC 61000-4-2

Pass

330Q / 150pF

Air Discharge: +8kV
Contact Discharge: +4kV
HCP & VCP: +4kV

Positive & Negative
Minimum 10 times at each test point
Single Discharge

1 second minimum

21.6°C
47.8%RH
100.1kPa

USB 5V

On mode

6.2.2Block Diagram of Setup
The ESD test was performed in accordance with the IEC 61000-4-2.

' } - "
\ Typical positien for direct
/N’ discharge to EUT
,j Typical position for indi
- Insulating ypical position for indirect
Typical position for indirect support discharge to VCP
discharge to HCP
\‘ Horizontal coupling plane
N \\ (HGP)16m 0.8 m
\ \\ i
TS Protective conductor
TS o ;

~Insulating !/

support / //
T

\\“\ - g ,/< \\ N

\\\ Ground reference
\plzns (GRP)

™~

Y ducting tabl 7
lon-conducting table
\\ g table -

~

S IEC 2209/08

Waltek Testing Group (Foshan) Co., Ltd.
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6.2.3Direct Discharge Test Results
Observations: Test points: 1. All Exposed Surface & Seams;
2. All metallic part

Direct Discharge Test Results
Applied Voltage (kV) Pecr:t(i)trer?iir:‘ce Test Point Contact Discharge Air Discharge
+8 B 1 N/A Pass*
4 B 2 Pass* N/A

Remark:

* During the test no deviation was detected to the selected operation mode(s)

6.2.4 Indirect Discharge Test Results

Observations: Test points: 1. All sides.
Indirect Discharge Test Results
Applied Voltage (kV) Peéfrci)trer?iirr:ce Test Point Horizontal Coupling Vertical Coupling
+4 B 1 Pass* Pass*
Remark:

* During the test no deviation was detected to the selected operation mode(s)
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6.3 Continuous RF Electromagnetic Field Disturbances

Test Requirement .......... : EN 55035, EN 61000-6-1

Test Method ................... :  IEC 61000-4-3

Test Result ........c..cc........ :  Pass

Frequency Range .......... . 80MHz to 1000MHz, 1800MHz, 2600MHz, 3500MHz, 5000MHz
Test level ......cccovveniennne : 3Vim

Modulation ..................... : 80%, 1kHz Amplitude Modulation.

Face of EUT........ccceeunee. :  Front, Back, Left, Right

Antenna polarisation..... . Horizontal & Vertical

Test Distance................. : 3m

6.3.1E.U.T. Operation

Operating Environment:

Temperature................... : 21.6°C
Humidity .......coooeeeviiniennns : 49.7%RH
Barometric Pressure..... : 100.3kPa

EUT Operation:
Input Voltage.................. : USB 5V

Operating Mode.............. : On mode

6.3.2Block Diagram of Setup

The Radio-frequency electromagnetic fields Immunity test was performed in accordance with the IEC
61000-4-3.

Uniform

Wiring <3 m bundled
field area

non-inductively
to 1 m overall length

-~

r
i
|
=
I
Non-conducting I
table )

Wiring overall
length <1 m as is

Field generating
antenna

Wiring =3 m or not
specified. llluminated length
shall be 1 m

o
NN
\

Optional anechoic material in
case of semi-anechcic chamber
to reduce floor reflections

/ IEC 03406
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6.3.3Test Results

Page 19 of 23

Frequency Face of EUT Antfenn_a i SFep D_We” Perf(_)rm_ance Result
polarisation | Level | Size Time Criterion
10%%@_'2 Front, Back, Left, Right | Horizontal | 3V/m 1% 1s A Pass*
80 to . . 0 ¥
1000MHz Front, Back, Left, Right Vertical 3V/m 1% 1s A Pass
1800MHz Front, Back, Left, Right | Horizontal 3V/m 1% 1s A Pass*
1800MHz Front, Back, Left, Right Vertical 3V/im 1% 1s A Pass*
2600MHz Front, Back, Left, Right | Horizontal 3V/Im 1% 1s A Pass*
2600MHz Front, Back, Left, Right Vertical 3V/im 1% 1s A Pass*
3500MHz Front, Back, Left, Right | Horizontal 3V/m 1% 1s A Pass*
3500MHz Front, Back, Left, Right Vertical 3V/m 1% 1s A Pass*
5000MHz Front, Back, Left, Right | Horizontal 3Vim 1% 1s A Pass*
5000MHz Front, Back, Left, Right Vertical 3V/m 1% 1s A Pass*
Remark:

* During the test no deviation was detected to the selected operation mode(s)

Waltek Testing Group (Foshan) Co., Ltd.
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V- Photographs — Test Setup

7.1 Photograph — Radiated Emission Test Setup

Below 1GHz

- l‘ll.lllmg “
‘B| “ ﬂ;;
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7.2 Photograph — ESD Immunity Test Setup
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8 Photographs — Constructional Details

8.1 EUT — External View
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8.2 EUT = Internal View
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